
COOLING TANK WITH AUTOMATIC 
WASHING

TECHNICAL SPECIFICATIONS

MANUFACTURE:
- Inner tank and outer casing made of AISI

304 stainless steel.
- Total primary surface Trapcold (registered

trademark) evaporator with maximum
yield.

- Inspection hatchway with AISI 304 airtight
cover.

- Very thick insulation by means of non-pol-
luting polyurethane foam.

- DN50 outlet butterfly valve.
- Millimeter stainless steel dip-stick with

conversion-table in litres for the  measure-
ment of milk-level.

COOLING SYSTEM:
- Non-icing cooling even with low filling level.
- Direct expansion.
- R404A refrigerating fluid for all models.
- It complies with ISO 5708 class BII.

WASHING:
- Automatic washing Ramset type controlled

by FIPO 1 milk-controller with the following
characteristics:
- low water and detergent consumption
- efficient washing system by means of 

highly effective rotating spray ball
- disinfection phases available on all the 

models.

ELECTRIC SYSTEM:
- Computerised FIPO 1 milk-controller

system for the management 
of all the operations:
- milk temperature check
- digital temperature display
- stirring program
- programmed start-up of the cooling 

system
- automatic washing program
- outlets for remote alarm signals and for 

computer
- ample flexibility of operations.

- Temperature relay protection for
the compressors as well as compressors
inner protection.

- Temperature relays to protect washing
pump and three-phase agitators.

- Magnetothermic switch.
- 400V three-phase feeding 50HZ + neutral.
- 24V feeding for control apparatus

and solenoid control.

FRIGOMILK G9  from 2000 to 18000 litres.

- Optional: washing resistance to heat up 
water during washing process
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F R I G O M I L K  G 9

How to order a G9 Frigomilk with abbreviations.

Example: 2000      2M         T

capacity milkings three-phase

C

E

REMOTE
UNIT

B

CAPACITY 2 MILKINGS 4 MILKINGS  THREE-PHASE 3.400  

H1 = Max height with agitator, manhole and air vent disassembled (pipe for vent)
H2 = Max height with agitator
H3 = Max height with open manhole

4M 1400 1230 1x3 515
0482105210342000200220002

2M 1600 1460 1x5 555

4M 1500 1230 1x3,5 580
0833108710095032~53815761~51410792005207720052

2M 1700 1390 1460 1x6,5 620
630

4M 1460 1230 1x4 660
06631009140523000302230003

2M 1700 1460 1x8,5 715

4M 5275x153330051
0641103515292000408340004

2M 1700 1720 750 3455 1x10 810

4M - 1500 920 950 - 1x6,5 165
546108020211

0262~06120002~0371

5563000507350005
2M - 1830 950 1150 - 1x13 295

4M 4915,8x1--1
567

529

05902900510921

0911

65514000604360006
2M 8835,8x2--2

4M 56201x1--1
051105903810215000809180008

2M 03501x2--2

1340
4M 59231x1--1

10000 0031051105903810311

8

03050000101111
2M 09531x2--2

4M 1500 920 950 2x8,5 194
2M 2180 1170 1170 2x15 390

14000 562025101x2-05110590381-209801

21

07150004105741M4

2280 ~2570 2725 ~3160 152016000 592027131x2-05110590381-2020101750006105661M4

18000 592039131x2-05110590381-259805160067100081M4

12000 0441--20890392~09425332~5402

0392~09425332~5402

03550002108721
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